
Construction of the compressor

Air connection

Cylinder head 1.18558
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Replaces

Knorr: K003960

Suitable for 

Scania 4-Series 

Scania Bus 4-/F-/K-/N-Series 

Scania P-/G-/R-/T-Series 

Product Details

Cubic capacity: 608cm³

Number of cylinders: 2

Drill hole x piston stroke: 88 x 50 mm

Operating pressure: 13 bar

Oil pressure connection: M12x1,5

Cooling water connections: M18x1,5

Supply port connection no 1: M26x1,5

Connection no 2 outlet: M22x1,5

Compressor mounting: flange 

Break-through for power steering pump: yes

Lubrication: pressure lubrication

Speed: 3000 r/min

Valve plate 1.18560

Flange for delivery pump
1.12097
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Mounting flange

Crankshaft 1.18528
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Idling equipment 
2.94423

7

Product info:

The idling equipment on compressor 1.18493 controls the delivery 

rate in case less air is required. A delivery pump can be flange-

mounted on the compressor directly. The crankshaft is forged.  

All highly stressed surfaces are induction-hardened to minimise  

wear and tear. The connecting rods are made from die-cast 

aluminium. The valve blades are made from a special type of  

stainless steel that ensures flexibility. All of these measures  

ensure the compressor has a much longer lifespan.

Similar articles from the product range of the brand DT Spare Parts

3.75000

Compressor replaces 

51.54000.7058

3.75003     

Compressor replaces 

51.54100.6007       

4.65217   

Compressor replaces

Wabco 912 510 104 0                        

2.44820            

Compressor replaces 

Wabco 412 704 008 0                                                
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Product Portrait 1.18493

Compressor, replaces Knorr: K003960

http://dtpi.de/?id=1.18493
http://www.dt-spareparts.com/
http://dtpi.de/?id=1.18493
http://dtpi.de/?id=3.75003
http://dtpi.de/?id=3.75000
http://dtpi.de/?id=4.65217
http://dtpi.de/?id=2.44820
http://dtpi.de/?id=3.75000
http://dtpi.de/?id=3.75003
http://dtpi.de/?id=4.65217
http://dtpi.de/?id=2.44820


Before replacing a compressor, it should be established why the old 

compressor stopped working. The compressor may have stopped 

working due to increased air loss from the vehicle or the trailer, 

leading to the compressor becoming overloaded. Secondly, the 

external air taken in may lead to increased wear and tear on the 

piston rings, reducing the compressor‘s performance and affecting 

oil delivery. If the line to the idling valve is coked, this will stop the 

idling valve from working. This may also stop the compressor from 

working.

When installing a new compressor, we recommend replacing the air 

filter cartridges, as these are often affected if a compressor is faulty. 

Furthermore, the air intake should be checked for any leaks and 

damage, and the condition of the air filter should also be checked. 

Tips & tricks
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www.dt-web.tv

http://www.facebook.com/DTSpareParts
https://plus.google.com/+DieselTechnicGroup
https://twitter.com/DT_Spare_Parts

You can find products of the brand DT Spare Parts at authorized distribution partners and at www.dt-spareparts.com.
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DT Spare Parts

The complete range of the brand DT Spare Parts offers all 

the spare parts required for the repair and maintenance of 

commercial vehicles. The constant high quality level is achieved 

by uncompromising quality assurance and the continuous product 

optimization within the framework of the Diesel Technic Quality 

System (DTQS). Further infos at www.dtqs.de

You can obtain spare parts and the printed catalogues of the 

brand DT Spare Parts from your local specialist dealer. Utilize 

also the digital catalogues and the online quick search at 

www.dt-spareparts.com, as well as the mobile website. 

Get more information and subscribe to the newsletter: 

http://newsletter.dt-spareparts.com

Product Portrait 1.18493

Compressor, replaces Knorr: K003960

http://dtpi.de/?id=1.18493
http://www.dt-web.tv/
www.goo.gl/whbQOK
www.goo.gl/MNGU1F
www.goo.gl/1LVCWY
http://www.dt-spareparts.com/
http://newsletter.dt-spareparts.com/

